
The SkyARX E-Ku is engineered to provide robust, real-time broadband communication for manned and 
unmanned aerial platforms operating in mission-critical airborne environments. Supporting applications 
such as intelligence, surveillance, reconnaissance (ISR). SkyARX E-Ku ensures continuous connectivity 
under airborne conditions.

Key Features

• Interoperability with Land, Naval and Air 
Forces 

• P2P and P2MP Support
• Global Operational Capability
• Ruggedized for Harsh Environments
• Electronically Steered Array (ESA)

Operational Advantages

• Maintains Uninterrupted Communication 
During High-Speed Flight

• Supports Secure, Real-Time Command and 
Control (C2) Functions

• Stay Connected Anywhere with Broadband 
Satellite Links that Keep Your Missions 
Flexible and Ready for Anything

Broadband, Seamless and Resilient 
SATCOM for Critical Missions
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Terminal Features

• Secure High Speed Communication
• Protected IP Traffic with AES Encyrption
• Accurate Satellite Tacking with 0.2’ RMS (FCC VMES)
• VCM/ACM
• Uplink Power Control
• QoS
• User-friendly Design For Airborne Requirements
• Modem Placement Without Limits
• 28 VDC Powered
• Only 2 LRUs

• Real Time Broadband ISR
• Live HD Video
• Search & Rescue
• Border Surveillance
• Secure Communication with AES Encyrption

• Transmit : 13.7 to 14.5 GHz
• Receive : 10.7 to 12.75 GHz

Use Cases

Operating Frequency

• Forward/Return Link : VCM/ACM
• Waveform : DVB-S2

Modulation & FEC

   SkyARX E-Ku 

Dimensions   100X60X8cm

EIRP (Boresight)   48 dBW

G/T (Boresight)   12 dB/K 

Tracking Accuracy   0.2° 

Operating Temperature  -40°C to +60°C  

Power @28V DC   Max 450 W  
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