
COMMUNICATION SYSTEMS

• Near/None LoS
• Swarm
• Mesh
• Relay
• Smaller SWAP

BROADBAND MESH FOR
YOUR SWARM USE CASES 
WHETHER IN NEAR OR
NONE LoS

- NEAR/NONE LOS

- SWARM

- MESH

- RELAY

- SMALLER SWAP



BASE
TERMINAL 

Mobile Network MIMO
Up to 100mbps
QPSK/16QAM/64QAM/256QAM
2x1W, 2x2W, 2x10W, 2x20W (Platform), 2x10W, 2x20W (Base)
200km (LoS)
Point-to-point/Point-to-multipoint/Multipoint-to-multipoint
AES128/256
Autonomous frequency hopping

Waveform
Data Rate
Modulation Mode
RF Output Power
Communication Distance
Mode
Encryption
Anti-interference

-GENERAL

Frequency range (MHz)
1300 – 1500

BAND
C Band
S Band

Frequency range (MHz)
4400-6000
1800-2500 

BAND
L Band

-BANDS

IP66,IP67 Customized
-400C -+800COperation Temperature

Protection Level

-ENVIRONMENTAL

PLATFORM 
TERMINAL 

11,8x6,3x3,3cm/280gr (2Wx2)
12.8x11.0x3.4cm/630g (2x10W/2x20W)

Size/Weight

-MECHANICAL

9-24VDC

RF 2xTNC, 1xRS232-485-422 

Supply Voltage
Power consumption

-POWER

Basic interface

-INTERFACE

2A Max/0.7A@12V (Idle) (2Wx2)
6A Max/0.9A@14.8V (2x10W)
7A Max/7A@18V (2x20W)


