
COMMUNICATION SYSTEMS

• Near/None LoS
• Swarm
• Mesh
• Relay
• Smaller SWAP

BROADBAND MESH FOR
YOUR SWARM USE CASES 
WHETHER IN NEAR OR
NONE LoS

- NEAR/NONE LOS

- SWARM

- POINT TO POINT

-

-

POINT TO MULTIPOINT

SMALLER SWAP



1300-1500 MHz/2.0-2.5GHz/4.0-6.0GHz
BPSK/QPSK/16QAM/64QAM
Up to 70Mbps
200km with tracking antenna
2x1W, 2x2W, 2x10W, 2x20W (Platform), 2x10W, 2x20W (Base)    

Frequency Range
Modulation Mode
Throughput
Communication Distance
Transmission Power

-Wireless Indicator

Point to Point / Point to Multi Point
AES128/AES256
200 km/h

Network Topology
Encryption
Mobility

-Networking Capabilities

-40oC ~ 80oC
Size/W 11.8x6.2x2cm/150gr (2Wx2)

12.8x11.0x3.4cm/630g  (2x10W/2x20W)
eight

-Physical Properties

Serial port (232/485/422)
IP/HDMI  
Web browsing
Remote 
GPS
9-30V

Interface
Video Interface
Local/Remote Management
System Upgrade
Positioning Function
Power Supply
Power Co

Operating Temperature

nsumption

-System Parameter

BASE
TERMINAL 

PLATFORM 
TERMINAL 

2A Max/0.7A@12V (Idle) (2Wx2)
6A Max/9A@16.8V (Idle) (2x10W)
10A Max/0.9A@20V (Idle) (2x20W)


